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Led Moving Head LB100

Stamps

c€

RoHS

Brand

EAN Code

Beam angle

Life span

Others

Control Method

Prism

Pan

Tilt

Optonica

3801057664361

@160mm Front lens 1.1°Beam
angle

50 000 Hours

1 Static gobo wheel with 13
gobos plus open

23/25 DMX channels USITT
DMX-512 master-slave, sound
or auto, IR Remote control,
RDM

1: 3 prisms, 5-Facet linear
prism/8-Facet circular
prism/4+8+16-facet circular
prism with variable speed 2: 3
prisms, 6-Facet linear
prism/16-facet circular
prism/8+16-facet circular pris

2 modes 1. 360°Continuous
movement 2. 540°(8/16 bit)

2 modes 1. 360°Continuous
movement 2. 270°(8/16 bit)

Dimmer

Strobe

Display

Dimensions

Color system

LED Source

Net weight

Warranty

0-100% Smooth linear LED
dimming

0-25Hz LED shutter/strobe
effect with variable speed

1.44" TFT LCD display

61.8x297.9x513.7mm
Color wheel with 13 dichroic
colors 6-Color wheel with

variable direction and speed
control

1*100W White Laser 30*0.2W
3-IN-1 RGB LEDs

13,600 kg

2 Years



