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400W BSW 3inl Moving Head with CMY and

CTO

Stamps

ce

Couleur de lumiere

Pas de
couleur

RoHS

echnical Specification

Brand

Input voltage

Light Color

EAN Code

Temperature

Size of product

Light Source

Channels

Prism

Strobe

Display

Focus

Color

Optonica
AC100-240V
Pas de couleur
3801057661254
-20°C/ +40°C

380x270x650mm

SSL350W

22 channels

standard single 6-row prism
and 8 + 8 prism, each prism
can be independently forward
and reverse

0-30 times/sec. Adjustable
speed strobe effect. Strobe
macro function

LCD display, key + touch dual
operation mode

linear adjustment from 4
meters to 50 meters

12 colors + white light. Color
half-color function

Power consumption

Dimming

Weight

Color temperature

Color rendering index

Lumen illuminance

Horizontal scan

Vertical scan

Atomization system

Magnification angle

Color system

Rotating pattern

Warranty

430W

0-100% linear adjustment
22.5kg

8000K

75

4 meters 80,000 Im

540 degrees (16bit precision
scan) electronic error
correction

270 degrees (16bit precision

scanning) electronic error
correction

1 independent atomization
effect, soft and natural light
spot

4-35 degrees

independent CMY+CTO color
mixing system

7 glass patterns, each glass
pattern can be independently
forward and reverse

2 Years



